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MRC Socket for Universal 8-Pin Relays

S2-B
Two pole, one level, coding ring
Integrated clip and marking label

10 A / 300 V

Socket for MRC, 8-Pin Plug-In Relay Types 
C2-A20, C2-G20, C2-T21

•  Accepts the exclusive RELECO coding ring 
    for coding both relay and socket.
•  DIN rail or panel mountable
•  Removable label
•  EN/DIN and sequencial numbering

According to EN 60947 and IEC 61810

Specifications

Nominal Load: 10 A / 250 V
Insulation: 
 Dielectric strength, 1 minute
 Between contacts and coil 2.5 KV
 Between all terminals and rail DIN 2.5 KV
 Between adjacent poles 2.5 KV

Wire In-Lets Capacity:
 Solid wire 4 mm2 or 2 x 2.25 mm2 
 Multi - core 
 22 - 14 AWG 
 Ferrule tip terminals 4 mm2

 Max. screw torque 1.2 Nm
 Screw dimensions M3, Pozi
 Integrated hold-down clip
 Removable marking label

Dimensions - mm
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MRC

 

S2-S
Two pole, two level, coding ring
Integrated clip and marking label 

10 A / 300 V

Socket for MRC, 8-Pin Plug-In Relay Types
C2-A20, C2-G20, C2-T21

•  Accepts the exclusive RELECO coding ring 
    for coding both relay and socket.
•  DIN rail or panel mountable
•  Removable label
•  EN/DIN and sequencial numbering

According to EN 60947 and IEC 61810

Specifications

Nominal Load: 10 A / 250 V
Insulation: 
 Dielectric strength, 1 minute
 Between contacts and coil 2.5 KV
 Between all terminals and rail DIN 2.5 KV
 Between adjacent poles 2.5 KV

Wire In-Lets Capacity:
 Solid wire 4 mm2 or 2 x 2.25 mm2

 Multi - core 
 22 - 14 AWG 
 Ferrule tip terminals 4 mm2

 Max. screw torque 1.2 Nm
 Screw dimensions M3, Pozi
 Integrated hold-down clip
 Removable marking label

Dimensions - mm

Wiring Diagram
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Socket for Universal 8-Pin Relays
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MRC PC Sockets for Relays C2- … and C3- …

S3-L

S3-P

S3-PO

3-Pole Flange 
Panel Mountable

3-Pole Printed Circuit

3-Pole Printed Circuit 
with Flange

S2-L 

S2-P

S2-PO

2-Pole Flange 
Panel Mountable

2-Pole Printed Circuit

2-Pole Printed Circuit 
with Flange

Printed Circuit Lay-Out

Specifications
Nominal Load 10 A / 300 V
Dielectric Strength Adjacent Pin 2.5 KV

Dimensions - mm

Printed Circuit Lay-Out

Specifications
Nominal Load 10 A / 250 V
Dielectric Strength Adjacent Pin 2.5 KV

Dimensions - mm
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MRC

 

S3-S
Three pole, two level, coding ring
Integrated clip and marking label

10 A / 250 V

Socket for MRC, 11-Pin 
Plug-In Relay Types 
C3-A30, C3-G30, C3-T31, C3-X10, C3-M10, 
C3-R20, C3-E24, C3-N34

•  Accepts the exclusive RELECO coding ring 
    for coding both relay and socket.
•  DIN rail or panel mountable
•  Removable label
•  EN/DIN and sequencial numbering

According to EN 60947 and IEC 61810

Specifications

Nominal Load: 10 A / 250 V

Insulation: 
 Dielectric strength, 1 minute
 Between contacts and coil 2.5 KV
 Between all terminals and rail DIN 2.5 KV
 Between adjacent poles 2.5 KV

Wire In-Lets Capacity:
 Solid wire 4 mm2 or 2 x 2.25 mm2 
 Multi - core 
 22 - 14 AWG 
 Ferrule tip terminals 4 mm2  

 Max. screw torque 1. 2 Nm
 Screw dimensions M3, Pozi
 Integrated hold-down clip
 Removable marking label
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Wiring Diagram
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MRC Socket for Universal 11-Pin Relays

S3-B
Three pole, one level, coding ring
Integrated clip and marking label

10 A / 250 V

Socket for MRC, 11-Pin Plug-In Relays 
Types 
C3-A30, C3-G30, C3-T31, C3-X10, C3-M10, 
C3-R20, C3-E24, C3-N34

•  Accepts the exclusive RELECO coding ring 
    for coding both relay and socket.
•  DIN rail or panel mountable
•  Removable label
•  EN/DIN and sequencial numbering

According to EN 60947 and IEC 61810

Specifications

Nominal Load: 10 A / 250 V

Insulation: 
 Dielectric strength, 1 minute
 Between contacts and coil 2.5 KV
 Between all terminals and rail DIN 2.5 KV
 Between adjacent poles 2.5 KV

Wire In-Lets Capacity:
 Solid wire 4 mm2 or 2 x 2.25 mm2 
 Multi - core 
 22 - 14 AWG 
 Ferrule tip terminals 4 mm2

 Max. screw torque 1.2 Nm
 Screw dimensions M3, Pozi
 Integrated hold-down clip
 Removable marking label

Lloyd´s DS NFI
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MRC

 

S3-MP
Three pole, one level
Accepts plug-in modules M3P 
in parallel with the coil

10 A / 250 V

Socket for MRC, 11-Pin Plug-In Relay 
Types 
C3-A30, C3-G30, C3-T31, C3-X10, C3-M10, 
C3-R20, C3-E24, C3-N34

•  DIN rail or panel mountable
•  Removable label
•  EN/DIN and sequencial numbering

According to EN 60947 and IEC 61810

Specifications

Nominal Load: 10 A / 250 V

Insulation: 
 Dielectric strength, 1 minute
 Between contacts and coil 2.5 KV
 Between all terminals and rail DIN 2.5 KV
 Between adjacent poles 2.5 KV

Wire In-Lets Capacity:
 Solid wire 4 mm2 or 2 x 2.25 mm2 
 Multi - core 
 22 - 14 AWG 
 Ferrule tip terminals 4 mm2

 Max. screw torque 1.2 Nm
 Screw dimensions M3, Pozi
 Integrated hold-down clip
 Removable marking label
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MRC

S3-MS
Three pole, one level
Accepts plug-in modules M3S series
with the coil

10 A / 250 V

Socket for MRC, 11-Pin 
Plug-In Relays Types 
C3-A30, C3-G30, C3-T31, C3-X10, C3-M10, 
C3-R20, C3-E24, C3-N34

•  DIN rail or panel mountable
•  Removable label
•  EN/DIN and sequencial numbering

According to EN 60947 and IEC 61810

Specifications

Nominal Load: 10 A / 250 V

Insulation: Dielectric strength, 1 minute
 Between contacts and coil 2.5 KV
 Between all terminals and rail DIN 2.5 KV
 Between adjacent poles 2.5 KV

Wire In-Lets Capacity:
 Solid wire 4 mm2 or 2 x 2.25 mm2 
 Multi - core 
 22 - 14 AWG 
 Ferrule tip terminals 4 mm2

 Max. screw torque 1.2 Nm
 Screw dimensions M3, Pozi
 Integrated hold-down clip
 Removable marking label
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Socket for Universal 11-Pin Relays

Dimensions - mm

Wiring Diagram
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S4-B
Four pole, two level, logic wiring
Integrated clip and marking label

10 A / 250 V

Socket for MRC, 14-Pin 
Plug-In Relay Types 
C4-A40, C4-X20, C4-T31, C4-R30

•  DIN rail or panel mountable
•  Removable label
•  EN/DIN and sequencial numbering

According to EN 60947 and IEC 61810

Specifications

Nominal Load: 10 A / 250 V

Insulation: Dielectric strength, 1 minute
 Between contacts and coil 2.5 KV
 Between all terminals and rail DIN 2.5 KV
 Between adjacent poles 2.5 KV

Wire In-Lets Capacity:
 Solid wire 4 mm2 or 2 x 2.25 mm2 
 Multi - core 
 22 - 14 AWG 
 Ferrule tip terminals 4 mm2

 Max. screw torque 1.2 Nm
 Screw dimensions M3, Pozi
 Integrated hold-down clip
 Removable marking label

Lloyd´s
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Wiring Diagram
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MRC PC Sockets for Relays C4-… and C5-…

S4-L

S4-P

S4-PO

4-Pole Flange 
Panel Mountable

4-Pole Printed Circuit

4-Pole Printed Circuit 
with Flange
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Specifications
Nominal Load 10 A / 250 V
Dielectric Strength Adjacent Pin 2.5 KV

Dimensions - mm
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Specifications
Nominal Load 16 A / 400 V
Dielectric Strength Adjacent Pin 4 KV

Dimensions - mm
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MRC

 

Socket for Square Socket Relays C5-…

S5-S
Three pole, two level, logic wiring
Integrated clip and marking label

16 A / 400 V

Socket for MRC, 11-Pin 
Plug-In Relay Types 
C5-A20, C5-A30, C5-G30, C5-X10, C5-M10, 
C5-M20, C5-R20

•  DIN rail or panel mountable
•  Removable label
•  EN/DIN and sequencial numbering

According to EN 60947 and IEC 61810

Specifications
Nominal Load: 16 A / 400 V

Insulation: Dielectric strength, 1 minute
 Between contacts and coil 4 KV
 Between all terminals and rail DIN 4 KV
 Between adjacent poles 4 KV

Wire In-Lets Capacity:
 Solid wire 4 mm2 or 2 x 2.25 mm2 
 Multi - core 
 22 - 14 AWG 
 Ferrule tip terminals 4 mm2

 Max. screw torque 1.2 Nm
 Screw dimensions M3, Pozi
 Integrated hold-down clip
 Removable marking label
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Wiring Diagram
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MRC Socket for Miniature Two Pole C7-…

S7-M
Two pole, one level
Integrated clip and marking label

10 A / 250 V

Socket for QRC, 2-Pole Plug-In Relay Types 
C7-A20, C7-T21, C7-G20, C7-X10, C7-W10

•  DIN rail or panel mountable
•  Removable label
•  EN/DIN and sequencial numbering

According to EN 60947 and IEC 61810

Specifications

Nominal Load: 10 A / 250 V

Insulation: Dielectric strength, 1 minute
 Between contacts and coil 2.5 KV
 Between all terminals and rail DIN 2.5 KV
 Between adjacent poles 2.5 KV

Wire In-Lets Capacity:
 Solid wire 4 mm2 or 2 x 2.25 mm2 
 Multi - core 
 22 - 14 AWG 
 Ferrule tip terminals 4 mm2

 Max. screw torque 1.2 Nm
 Screw dimensions M3, Pozi
 Integrated hold-down clip
 Removable marking label
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MRC

Socket for Miniature C7-… Relays

S7-I/O
Two pole, one level
Integrated clip and marking label

10 A / 250 V

Socket for QRC, 2-Pole Plug-In Relay Types 
C7-A10

•  DIN rail or panel mountable
•  Removable label
•  EN/DIN and sequencial numbering

According to EN 60947 and IEC 61810

Specifications

Nominal Load: 10 A / 250 V

Insulation: Dielectric strength, 1 minute
 Between contacts and coil 2.5 KV
 Between all terminals and rail DIN 2.5 KV
 Between adjacent poles 2.5 KV

Wire In-Lets Capacity:
 Solid wire 4 mm2 or 2 x 2.25 mm2 
 Multi - core 
 22 - 14 AWG 
 Ferrule tip terminals 4 mm2

 Max. screw torque 1.2 Nm
 Screw dimensions M3, Pozi
 Integrated hold-down clip
 Removable marking label

Dimensions - mm

Wiring Diagram
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MRC

S7-16
One pole, one level
Integrated clip and marking label

16 A / 250 V

Socket for MRC, 1-Pole Plug-In Relay Types 
C7-A10

•  DIN rail or panel mountable
•  Removable label
•  EN/DIN and sequencial numbering

According to EN 60947 and IEC 61810

Specifications

Nominal Load: 16 A / 250 V
Insulation: Dielectric strength, 1 minute
 Between contacts and coil 2.5 KV
 Between all terminals and rail DIN 2.5 KV
 Between adjacent poles 2.5 KV

Wire In-Lets Capacity:
 Solid wire 4 mm2 or 2 x 2.25 mm2 
 Multi - core 
 22 - 14 AWG 
 Ferrule tip terminals 4 mm2

 Max. screw torque 1.2 Nm
 Screw dimensions M3, Pozi
 Integrated hold-down clip
 Removable marking label

S7-16 para relé C7-A10 (16A)

Socket for Miniature C7-A10… Relays
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Wiring Diagram

Clearwater Tech - Phone: 800.894.0412 - Fax: 208.368.0415 - Web: www.clrwtr.com - Email: info@clrwtr.com



70

MRC

PC Sockets for Relays C7-… and C9-…

2-Pole Flange Panel 
Mountable S9-L

S9-P

S9-PO

4-Pole Flange Panel 
Mountable

4-Pole Printed Circuit

4-Pole Printed Circuit 
with Flange
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Specifications
Nominal Load 6 A / 250 V
Dielectric Strength Adjacent Pin 2.5 KV

Dimensions - mm
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Specifications
Nominal Load 10 A / 250 V
Dielectric Strength Adjacent Pin 2.5 KV

Dimensions - mm

Lloyd´s
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MRC

S9-M
Four pole, two level
Integrated clip and marking label

6 A / 250 V

Socket for QRC, 4-Pole Plug-In Relay Types 
C9-A41, C9-E21, C9-R21

•  DIN rail or panel mountable
•  Removable label
•  EN/DIN and sequencial numbering

According to EN 60947 and IEC 61810

Specifications
Nominal Load: 6 A / 250 V
Insulation: Dielectric strength, 1 minute
 Between contacts and coil 2.5 KV
 Between all terminals and rail DIN 2.5 KV
 Between adjacent poles 2000 V

Wire In-Lets Capacity:
 Solid wire 4 mm2 or 2 x 2.25 mm2 
 Multi - core 
 22 - 14 AWG 
 Ferrule tip terminals 4 mm2

 Max. screw torque 1.2 Nm
 Screw dimensions M3, Pozi
 Integrated hold-down clip
 Removable marking label

Sockets for Miniature Four Pole C9-…
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Wiring Diagram
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MRC

 m

PC Sockets for Relays C7-… and C9-…

2-Pole Flange Panel 
Mountable S9-L

S9-P

S9-PO

4-Pole Flange Panel 
Mountable

4-Pole Printed Circuit

4-Pole Printed Circuit 
with Flange

Lloyd´s
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Printed Circuit Lay-Out

Specifications
Nominal Load 6 A / 250 V
Dielectric Strength Adjacent Pin 2.5 KV

Dimensions - mm
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2-Pole Printed Circuit

2-Pole Printed Circuit 
with Flange
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Specifications
Nominal Load 10 A / 250 V
Dielectric Strength Adjacent Pin 2.5 KV

Dimensions - mm

Lloyd´s
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Interface and General ApplicationsIRC

Dimensions - mm

New I/O socket, with terminals in-line for relays
C10A, C10G, C10T, C14A, C14G, C16A, C16G  
and CSS

Both this socket and the S12 are designed to get a
homogeneous set with identical terminal disposition, 
which allows the easy identification of the contacts set
in each level and a simpler wiring.

Both A2 terminals allow a secure interconnection through 
external bridges among an unlimited number of these 
sockets or a mixture of S10-M and the new S12.

The A2 terminal, free on both the first and last sockets, is 
used to connect the cable of common polarity.

Specifications
Nominal load 16 A / 250 V
Insulation: Dielectric strength, 1 minute
 Between coil and contacts 5 KV
 Between all terminals and rail  DIN 5 KV
Max. screw torque 1.2 Nm
Screw dimensions M3, Pozi
Wire in-lets capacity:
 Solid wire 4 mm2 or 2 x 2.25 mm2

 Multi - core 22 - 14 AWG
 Ferrule tip terminals 4 mm2

Integrated hold-down clip
Removable marking label

S10-M
New I/O socket for IRC relays one
change-over contact, 16 A

Wiring Diagram      

 IEC 61810  EN 60947
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S12
New I/O socket for IRC relays two
change-over contacts, 5 A

New I/O socket with terminals in-line, for relays
C12, C12G, C15 and C15G 

Both this socket and the S10-M are designed to get a
homogeneous set with identical terminal disposition,
which allows easy identification of the contacts set
in each level and simpler wiring.

Both A2 terminals allow a secure interconnection through 
external bridges among an unlimited number of these 
sockets or a mixture of S12 and the new S10-M.

The A2 terminal, free on both the first and last sockets, is 
used to connect the cable of common polarity.

Dimensions - mm

Wiring Diagram      

Specifications
Poles       Two change-over contacts
Nominal load                                             5 A / 250V
Insulation: 
 Between coil and contacts                      5 KV
 Between every terminal and DIN rail       5 KV
 Between adjacent contacts                3 KV
Max. screw torque                                            1.2 Nm
Wire in-lets multi-core capacity            22 - 14 AWG
Solid wire or ferrule tips capacity                       4 mm2 

Solid terminals of zinc-plated brass
Integrated hold-down clip
Removable marking label

IEC 61810  EN 60947
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Specifications
Nominal load 10 A  250 V
Dielectric strength  1 min. 
       Coil terminals to contacts 5KV
Hard brass tin-plated terminals 0.5 x 1 mm 
Integrated hold-down clip

S10-P
Printed circuit socket for 1 pole

IRC Relays
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Specifications
Nominal load 5 A  250 V
Dielectric strength  1 min. 
       Coil terminals to contacts 5KV
Hard brass tin-plated terminals 0.5 x 1 mm 
Integrated hold-down clip

S12-P
Printed circuit socket for 2-pole

IRC Relays
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