DAMPER ACTUATORS / VALVE MOTORS

DAMPER / VALVE MOTORS 0-10VDC / 4-20MA

E08..M, E16..M, E24..M, E32..M

These motors can be fitted directly onto
air damper shafts or remotely using
linkage accessories in HVAC systems.
They are also suitable for use on control
valves. The rotary operation modulates
according to the 0-10vdc / 4-20mA
signal in order to open and close
dampers, valves etc.

E08.M E16.M E24.M E32.M

Motor stops automatically when in the end position.
Up to 5 motors can be wired in parallel.

Max. ambient -20/+50°C

Adijustable angle of rotation limiter 0-90°

Reversible position indication 0-10, 10-0

Noise level 45dB Latchable Manual Override

Supply : 24VAC +20% 24VDC +10% 230VAC £10%
24V=7.5VA 230V=6VA

Enclosure Flammability = UL94-V0
*FOR WEATHERPROOF ENCLOSURES SE

SEPERATE DATA SHEET.
Type Supply Selectable Input Aux Switch Run Time Torque Damper Area Enclosure
50/60Hz 230VAC Approx Approx
E08-24M 24VAC/DC 0-10vdc/4-20mA - 30s 8Nm 2m?2 P44
E08-24MS 24VAC/DC 0-10vdc/4-20mA 2x3(1.5A 30s 8Nm 2m? P44
E16-24M 24VAC/DC 0-10vdc/4-20mA - 80s 16Nm 4Am?2 P44
E16-24MS 24VAC/DC 0-10vdc/4-20mA 2x3(1.5A 80s 16Nm 4m? P44
E16-230M 230VAC 0-10vdc/ - 80s 16Nm 4m2 P44
E16-230MS 230VAC 0-10vdc/ - 80s 16Nm Am? P44
E24-24M 24VAC/DC 0-10vdc/4-20mA - 125s 24Nm Bm? P44 de
E24-24MS 24VAC/DC 0-10vdc/4-20mA 2x3(1.5A 125s 24Nm 6m?2 P44 o g ;;
w e
a=0
E32-24M 24VAC/DC 0-10vdc/4-20mA - 140s 32Nm 8m?2 P44 @ 2




