STRAP-ON THERMOSTATS

BRC.. ESS..
L Volt free contacts
: ESS.. Adjustment under the covar
These products can ba usad 1o monitor the Terminals 0.5-2.5
temperature of liquids in pipes and cylinders. LALLM AR ]
Enclosure Flammability: BRC=UL94-HE
I ES5=UL54-VO
EES..
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Type Fange “C D, °C ?s‘ﬁln'iﬁ.c E'I::L:;PBEIEJ Enclosure
BRC 20490 5 15(3)A 120 P30
ESS-1 -25/+45 2 10(3)A 70 P43
ES5-2 7o 2 10(2)A a0 P43
ESS-32 35/85 4 15(5)A 115 P43
ESS-3 50/130 ] 15(5)4 130 IP43
ESS-42 30/85 Hand reset open high 15(5)A 20 P43
ESS5-4 695 Hand resat open high 15(5)A 115 IP43
DIMENSIONS: BRC ESS..
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FIXING STRAP ADJUSTABLE UP TO 150MM DIA. IS INCLUDED.
LONGER FIXING STRAPS ARE AVAILABLE ON REQUEST.
WIRING: BRC ESS..
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Contacts 1-3 close on tamperature risa, Contacts 1-3 close on temparature rise.
Contacts 1-2 close on temperature fall. Contacis 1-2 close on temperature fall,
Open high = Contact 1-2 opens on temperature rise. Temp must fall to allow resetting,

[NSTALLATION:  Fix the thermastat securaly to the pipe. The ambient temperature arcund the sensor can affect the switching point.
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