Product datasheet

Specifications

Immersion Pipe Temperature

Sensor

STP660
Main
Product certifications CE
Probe length 100...300 mm

Output type Resistive output
Temperature measurement +/-0.3°C
accuracy

Type of measurement Temperature

Device application

Pipe immersion

Enclosure material

Polyamide

AWG gauge AWG 24..AWG 18
Location Plant room
Range of product STP600

Probe diameter 6 mm

Colour Black and green
Product or component type Sensor
Complementary

Former part number 5126080000
Measurement range -10...120 °C

Material

Chromium plated brass

Sensor type

Temperature: 10 kOhm thermistor w/resistor & 11 kOhm Shunt

Time constant 7ms
Width 65 mm
Height 85 mm
Depth 45 mm
Source resistance 5502 25 °C

Wiring technique

2-wire non-polarised

Sensor accessory type

DWAO0003
DWAO0001
DWAO0002
DWAO0005
DWAO0004

18-Oct-2021

Lifels®n | Schneider
PElectric

Disclaimer: This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications



Environment

IP degree of protection P65
Ambient air temperature for -40...70 °C
operation

Ambient air temperature for -40...50 °C
storage

Relative humidity 0...95%
Packing Units

Unit Type of Package 1 PCE
Number of Units in Package 1 1
Package 1 Weight 224 g
Package 1 Height 7.5¢cm
Package 1 width 10 cm
Package 1 Length 21 cm
Unit Type of Package 2 S03
Number of Units in Package 2 15
Package 2 Weight 3.713 kg
Package 2 Height 30cm
Package 2 width 30 cm
Package 2 Length 40 cm
Unit Type of Package 3 S02
Number of Units in Package 3 5
Package 3 Weight 1.575 kg
Package 3 Height 15 cm
Package 3 width 30 cm
Package 3 Length 40 cm

Offer Sustainability

Sustainable offer status

Green Premium product

REACh Regulation

EU RoHS Directive

Compliant

Mercury free

Yes

RoHS exemption information

China RoHS Regulation

Environmental Disclosure

Circularity Profile

Contractual warranty

Warranty

18 months
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https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=56000089&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=56000089&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=56000089&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=56000089&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP111241EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI111244

