Honeywell

SPECIFICATIONS

TREA40, 60, 100, 250

ENCLOSED TRANSFORMER

PRODUCT SPECIFICATION

APPLICATION

The TRE series of transformers
provide a 24 volt 50Hz supply to
operate control systems.

DIMENSIONS
Primary Input 240V 50Hz
Secondary Output 24V 50Hz ‘f’ —= =
Rating TRE40 40VA | ‘ '.‘
TRE 60 60VA ERl |
TRE 100 100VA <\ j \ f
TRE250 250 VA | B ‘ 'u j
Primary Fuse 5 x 20mm glass cartridge, i [ {
slow blow : ' | e \
TRE40 315mA e ] . f
TRE60 315mA =
TRE100 500mA = |
TRE250 1250mA G
Conduit Entries Two 21mm dia.
See dimension sketch. 2
Maximum Ambient i
Temperature 40°C at 100% Load - _*%7
Open Circuit 25V 50Hz at 240V input.
Voltage
DIMENSIONS
A B C D E F G WEIGHT
TRE40 88 89 150 65 104 49 5,5 2.5kg
TRE60 88 89 150 65 104 49 5,5 2.5kg
TRE100 88 108 170 85 124 49 5,5 3.5kg
TRE250 110 135 195 100 130 49 5,5 5.5kg
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